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PENGUMUMAN PELELANGAN UMUM

NOMOR : 324.PENG/SCM/PIBS/2017
TENTANG
PENGADAAN PH & CONDUCTIVITY METER & PORTABLEL (SKI TOOLS KIMIA)

Tim Pengadaan Barang/Jasa PT Pembangkitan Jawa Bali Services akan melaksanakan
Pelelangan Pengadaan PH & Conductivity Meter & Portablel (SKI Tools Kimia), dengan
persyaratan sebagai berikut :
1 Persyaratan Peserta Lelang
Persyaratan Penyedia Barang/Jasa yang dapat mengikuti Pelelangan ini sebagai berikut :
a. Memiliki Surat Ijin Usaha Perdagangan (SIUP) yang masih berlaku,
Sub bidang : Chemical dan sejenisnya
b. Penyedia Barang/Jasa tidak sedang menjalani sanksi Blacklist di Lingkungan PT PJB
Services dan PT PIB.
2 Pelaksanaan Pengadaan
a. Pendaftaran dan Pengambilan Dokumen :

Tanggal : 10 s/d 17 Mei 2017
Waktu : 09.00 s.d. 14.00 WIB
Tempat : - PT PEMBANGKITAN JAWA-BALI SERVICES

Jalan Raya Bandara Juanda No. 17 Sidoarjo
- Atau melalui email pengadaan@pjbservices.com
b. Membayar biaya dokumen dengan sebesar Rp 250.000,00 melalui transfer di Bank
BRI nomor 009601001463305 atas nama PT. PJB Services. Bukti transfer atas
penyetoran tersebut agar di Scan dan di Email : umaryahya@pt.pjbservices cc:
andon@pijbservices.com dan pengadaan@pjbservices.com dengan dikasih subyek
pada email : Bukti Transfer No. 323.PENG/SCM/P]BS/2017.
c. Dokumen Pengadaan dapat diemail atau diambil dalam bentuk soft copy.
3 Spesifikai Pekerjaan
Sesuai daftar terlampir

Demikian disampaikan untuk menjadi perhatian.
Sidoarjo, 09 Mei 2017

Tim Pengadaan Barang/ Jasa PT. PJB Services

Catatan :

Peserta yang mendaftar diharapkan membawa flashdisk apabila membutuhkan softcopy
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Lampiran
Pengumuman

324.PENG/SCM/P]IBS/2017

Tanggal :

09 Mei 2017

PESIFIKASI PEKERJAAN YANG DIMINTAKAN PENAW

PT PJB SERVICES

PENGADAAN pH & CONDUCTIVITY METER PORTABEL
(SKI TOOLS KIMIA)

pH Meter Portabel PLTU Amurang

Spesifikasi:

- Measuring range: pH = 0,00 - 14,00 , Display range pH = -2.00 -
16.00, mV (-1,300 to + 1,300), °C (-20 to +120)

- Measurement error : PH (<0.01), mV (<0.1 % meas.value +0.3
mV)°C (<0.3 K)

- Measurement cycle : Approx 1 s 1 set
- Completed with one sensor (1 probe) special for power plant

- Include pH standart 7 & pH standart 9

- Calibration automatic with buffer recognition & calibration by data
entry

- For manual calibration by entering individual buffer values

- Non China, product made by Germany, UK or US

pH Meter Portabel PLTU Tidore

Spesifikasi:

- Measuring range: pH = 0,00 - 14,00 , Display range pH = -2.00 -
16.00 , mV (-1,300 to + 1,300), °C (-20 to +120)

- Measurement error : PH (<0.01), mV (<0.1 % meas.value +0.3
mV)°C (<0.3 K)

- Measurement cycle : Approx 1 s 1 set
- Completed with one sensor (1 probe) special for power plant

- Include pH standart 7 & pH standart 9

- Calibration automatic with buffer recognition & calibration by data
entry

- For manual calibration by entering individual buffer values

- Non China, product made by Germany, UK or US

pH Meter Portabel PLTU Belitung

Spesifikasi:

- Measuring range: pH = 0,00 - 14,00 , Display range pH = -2.00 -
16.00, mV (-1,300 to + 1,300), °C (-20 to +120)

- Measurement error : PH (<0.01), mV (<0.1 % meas.value +0.3
mV)°C (<0.3 K)

- Measurement cycle : Approx 1 s 1 set
- Completed with one sensor (1 probe) special for power plant

- Include pH standart 7 & pH standart 9

- Calibration automatic with buffer recognition & calibration by data
entry

- For manual calibration by entering individual buffer values

- Non China, product made by Germany, UK or US

pH Meter Portabel PLTU Bangka

Spesifikasi:

- Measuring range: pH = 0,00 - 14,00 , Display range pH = -2.00 -
16.00, mV (1,300 to + 1,300}, °C (-20 to +120)

- Measurement error : PH (<0.01), mV (<0.1 % meas.value +0.3
mV)°C (<0.3 K)

- Measurement cycle : Approx 1 s 1 set
- Completed with one sensor (1 probe) special for power plant

- Include pH standart 7 & pH standart 9

- Calibration automatic with buffer recognition & calibration by data
entry

- For manual calibration by entering individual buffer values

- Non China, product made by Germany, UK or US
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pH Meter Portabel PLTU Banjarsari

Spesifikasi:

- Measuring range: pH = 0,00 - 14,00, Display range pH = -2.00 -
16.00, mV (-1,300 to + 1,300), °C (-20 to +120)

- Measurement error : PH (<0.01), mV (<0.1 % meas.value +0.3
mV)°C (<0.3K)

5 |- Measurement cycle : Approx1s

- Completed with one sensor (1 probe) special for power plant

- Include pH standart 7 & pH standart 9

- Calibration automatic with buffer recognition & calibration by data
entry

- For manual calibration by entering individual buffer values

- Non China, product made by Germany, UK or US

set

pH Meter Portabel PLTU Ropa

Spesifikasi:

- Measuring range: pH = 0,00 - 14,00, Display range pH = -2.00 -
16.00, mV (-1,300 to + 1,300), °C (-20 to +120)

- Measurement error : PH (<0.01), mV (<0.1 % meas.value +0.3
mV)°C (<0.3K)

6 |- Measurement cycle : Approx 1's

- Completed with one sensor (1 probe) special for power plant

- Include pH standart 7 & pH standart 9

- Calibration automatic with buffer recognition & calibration by data
entry

- For manual calibration by entering individual buffer values

- Non China. product made bv Germanv. UK or US

set

pH Meter Portabel Kantor Pusat

Spesifikasi:

- Measuring range: pH = 0,00 - 14,00 , Display range pH = -2.00 -
16.00, mV (-1,300 to + 1,300), °C (-20 to +120)

- Measurement error : PH (<0.01), mV (<0.1 % meas.value +0.3
mV)°C (<0.3K)

7 |- Measurement cycle : Approx 1s

- Completed with one sensor (1 probe) special for power plant

- Include pH standart 7 & pH standart 9

- Calibration automatic with buffer recognition & calibration by data
entry

- For manual calibration by entering individual buffer values

- Non China, product made by Germany. UK or US

set

Sensor/probe pH Meter Portabel PLTU Kendari

Spesifikasi:

- Measuring range: pH = 0,00 - 14,00 , Display range pH = -2.00 -
8  |16.00, mV (-1,300 to + 1,300), °C (-20 to +120)

- Compatible for power plant

- Non China, product made by Germany, UK or US

pcs

Conductivity meter portable PLTU Belitung
Spesifikasi:

- Range transmitter: 0.01pS- 1000mS/cm

- Complete 2 sensor (2 probe) with different cell constant ==> 1 pcs
K=0,1 & 1 pcs K=1

- Temperature : -20.0t0 120°C

9 |- Conductivity Resolution 0.001 1S to 0.1 mS

- Conductivity Accuracy +1 % full scale

- Repeatability : + 0,5% full scale + 1 digit

- Auto calibration

- Include conductivity standar 1,3 uS/cm

- Non China, product made by Germany, UK or US

set

Conductivity meter portable PLTU Bangka
Spesifikasi:

- Range transmitter: 0.01uS- 1000mS/cm

- Complete 2 sensor (2 probe) with different cell constant ==> 1 pcs
K=0,1 & 1 pcs K=1

10 |- Temperature : -20.0 to 120°C

- Conductivity Resolution 0.001 xS to 0.1 mS

- Conductivity Accuracy 1 % full scale

- Repeatability : + 0,5% full scale + 1 digit

- Auto calibration

- Non China, product made by Germany, UK or US

set
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Conductivity meter portable PLTU Tidore
Spesifikasi:

- Range transmitter: 0.01uS- 1000mS/cm

- Complete 2 sensor (2 probe) with different cell constant ==> 1 pcs
K=0,1 & 1 pcs K=1

- Temperature : -20.0 to 120°C

- Conductivity Resolution 0.001 #Sto 0.1 mS

- Conductivity Accuracy +1 % full scale

- Repeatability : + 0,5% full scale + 1 digit

- Auto calibration

- Include conductivity standar 1,3 pS/cm

- Non China, product made by Germany, UK or US

set

12

Conductivity meter portable PLTU Amurang
Spesifikasi:

- Range transmitter: 0.01uS- 1000mS/cm

- Complete 2 sensor (2 probe) with different cell constant ==> 1 pcs
K=0,1 & 1 pcs K=1

- Temperature : -20.0to 120°C

- Conductivity Resolution 0.001 xS to 0.1 mS

- Conductivity Accuracy +1 % full scale

- Repeatability : £ 0,5% full scale 1 digit

- Auto calibration

- Include conductivity standar 1,3 uS/cm

- Non China, product made by Germany, UK or US

set

Conductivity meter portable PLTU Banjarsari
Spesifikasi:

- Range transmitter: 0.01uS- 1000mS/cm

- Complete 2 sensor (2 probe) with different cell constant ==> 1 pcs
K=0,1 & 1 pcs K=1

- Temperature : -20.0 to 120°C

- Conductivity Resolution 0.001 4S to 0.1 mS

- Conductivity Accuracy +1 % full scale

- Repeatability : £ 0,5% full scale + 1 digit

- Auto calibration

- Include conductivity standar 1,3 uS/cm

- Non China, product made by Germany, UK or US

set

Conductivity meter portable PLTU Ropa
Spesifikasi:

- Range transmitter: 0.01uS- 1000mS/cm

- Complete 2 sensor (2 probe) with different cell constant ==> 1 pcs
K=0,1 & 1 pcs K=1

- Temperature : -20.0to 120°C

- Conductivity Resolution 0.001 ¢S to 0.1 mS

- Conductivity Accuracy +1 % full scale

- Repeatability : + 0,5% full scale + 1 digit

- Auto calibration

- Include conductivity standar 1,3 pS/cm

- Non China, product made by Germany, UK or US

set

15

Conductivity meter portable Kantor Pusat
Spesifikasi:

- Range transmitter: 0.01uS- 1000mS/cm

- Complete 2 sensor (2 probe) with different cell constant ==> 1 pcs
K=0,1 & 1 pcs K=1

- Temperature : -20.0 to 120°C

- Conductivity Resolution 0.001 S to 0.1 mS

- Conductivity Accuracy 1 % full scale

- Repeatability : + 0,5% full scale + 1 digit

- Auto calibration

- Include conductivity standar 1,3 pS/cm

- Non China, product made by Germany, UK or US

set

16

Sensor/Probe Conductivity meter PLTU Kendari
Spesifikasi:

-1 pc ==> cell constant, K= 0,1

-1 pc ==> cell constant, K=1

- Compatible for power plant

- Non China, product made by Germany, UK or US

pcs

JI. Raya Bandara Juanda No. 17 Sidoarjo 61253
Telp. (62-31) 8548391 - 8557909, Fax : (62-31) 8548360
e-mail : info@pjbservices.com

www.pjbservices.com

TOTAL SOLUTION

FOR POWER GENERATION



